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TEMALINE EPL 100 - CHEMICAL RESISTANCE LIST 
 

Chemical  Temperature Result 

Liquid fuels 
  Diesel oil RT R 

Flight petroleum / Jet fuel '' R 

NExBTL '' R 

RME '' R 

E85 '' R 

25% ethanol/gasoline '' R 

15% ethanol+15 % ETBE /gasoline '' R 

Other chemicals 
  20% H2SO4 RT  NR 

AIV-liquid '' NR 

20% NaOH '' R 

20% NaCl '' R 

Methanol '' NR 

Ethanol (denat.) '' R 

Window cleaner (Lasol 100) '' R 

Cutting fluid (Coolway E 32) '' R 

20-50% NaOH 30 °C  LT
1
  

Bleed off (pH 6.5) 5 - 30 °C  LT
1
 

Brake fluid (DOT 5.1/ABS SAE J-1703) 50 °C  R 

Palm oil 60 °C  R 

Hydraulic oil 90 °C R 

Transmission oil 90 °C R 

Synth. seawater 90 °C R 

DI water 90 °C R 

18x hot/cold cycle -10….+100 °C R 
1) Test time 3 months 
RT = Room temperature 

 
 
NT not tested 
 
NR not resistant 
 
LT resistant to splashes and short time immersion 
 
R resistant 
 
These recommendations are based on laboratory tests, made at normal room temperature ( +23 ºC). Exposure at 
higher temperatures may be harmful to the coating. 


