RESISTANCE LIST 172

Temaline BL Temaline LP 60 Temasil 90 Temacoat GPL

Acetic acid 5 % LT NR NR NR
Acetic acid 5 % / 60 °C NR NR NR NR
Acetic acid 15 % LT NR NR NR
Acetone LT LT R NR
Ammonia 10 % R LT NR LT
Ammonia 25 % LT LT NR LT
Brake fluid LT LT R LT
Borax 5 % R R NR LT
Buty! glycol LT LT R LT
Butyl acetate LT LT LT LT
Carene turpentine R R R LT
Chiorinated paraffin R LT LT LT
Chromic acid 5 % LT NR NR NR
Citric acid 10 % R LT NR LT
Diacetone alcohot LT LT R LT
Dibutyl phthalate R LT NT LT
Diesel oil R NT NT LT
Dowanol PM LT LT R LT
Ethanol LT LT R LT
Formalin 40 % R LT NR LT
Formic acid 3 % LT LT NR NR
Gasoline 99 oct. R R R LT
Gasoline, lead free R LT NT LT
Glycerol R R R LT
Hydrochloric acid 33 % LT LT NR LT
Hydrogen peroxide 30 % LT LT NR LT
Hydraulic il (rape seed oil based) R NT

Hydraulic oil (rape seed oil based )/ 40 °C R NT R
Hyject IV-hydraulic ail R LT NT LT
Lactic acid 10 % R R NR LT
Linseed oil R LT NR LT
Methy! isobuty! ketone LT LT R LT
Mineral oil R R R R
Mineral oil / 90 *C R R NT LT
Motor oil, synthetic R R R R
Nitric acid 10 % LT LT NR LT
Nitric acid 65 % NR NR NR NR
Paraffin R R NT R
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RESISTANCE LIST
Temaline BL Temaline LP 60 Temasil 90 Temacoat GPL

Petroleum jelly R R NT R
Phenol 10 % NR NR NT NR
Phosphoric acid 10 % R LT NR LT
Phosphoric acid 10 % / 60 "C LT NR NR NR
Phosphoric acid 30 % LT NR NR NR
Phthalic anhydride R LT NR LT
Sodium carbonate 8 % R NR LT
Sodium carbonate 25 % R NR LT
Sodium carbonate 25 % / 60 *C R LT NR LT
Sodium chloride 20 % R R NR LT
Sodium chloride 20 % / 60 *C R LT NR LT
Sodium hydroxide 10 % LT R NR LT
Sodium hydroxide 30 % R R NR LT
Sodium hydroxide 50 % R R NR LT
Sodium hydroxide 50 % / 60 *C LT NR NR NR
Sodium hypochlorite 10 % LT LT NR LT
Sodium sulphate 10 % R R NR LT
Sodium sulphate 10 % / 60 °C R LT NR LT
Styrene LT LT R LT
Sulphuric acid 10 % LT LT NR LT
Sulphuric acid 50 % LT LT NR LT
Tartaric acid 10 % R LT NR LT
Triethylamine LT LT NR LT
Urea 40 % R R NR LT
Urea 40 % /60 °C LT LT NR LT
Water, distilled R R R

Water, sea R R R R
Water, sea /60 °C R LT NT LT
Xylene R R R LT
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NT not tested

NR not resistant
LT resistant to splash or short term immaersion
R resistant

These recommendations are based on laboratory tests, made at normal termperature ( +23 °C).
Exposure at higher temperatures may be harmful 1o the coaling.



